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Message from the Directors

J
Only the fittest survive to be among the leaders.

However, to remain there, it takgs a little more
than survival of the fittest. And that's

perfection. Perfection that lies in every detail

of sourcing, crafting, networking, lrving up to
the expectations and finally maintaining that

same perfectiontsm.

We belteve that quality is the fifetime of every
business. We are committed to satisfy our

customers by manufacturing and supplying

quality ®ipe Tittings to their entire
satisfaction first time and every time with

continuous upgradation tn quality.

Now our Unik Pipe Fitting is a benchmark in

pursuit for perfection and excellence and at the
same time an inspiration to strive for higher

standardsaswell

E-mail :info@nationalpipes.com, nationalpipekolkata@yahoo.com, visit us : www.nationalpipes.com 7 of 33.



AL 7.
i
[ -I ;| ¥ ]

7 Throsgh (hlity

“UNIK" 'Brand Pipe Fittings enjoy a great
reputation for its quality and durability all over

India and abroad. It can be found on piping
systems throughout India and this popularity is
due to the Company’s reputation for prn-du-:{ng
consistent high quality products combined with
a nation wide distribution system.

“UNIK" Brand Pipe Fittings are manufactured

keeping in mind the fact that they are often used:

on underground and concedled. piping

installations and the fault, therefore; cannot

ected an
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“Unique Manufacturing Company” is one of the
of Malleable

leading manufacturers Iron
Galvanized Pipe Fittings in India. Our modern
factory is equipped with wupto date plant,
machinery and inspection equipment, skilled
craftsmanship, plus rigid inspection throughout
all stages of manufacturing ensures the high
standard of accuracy now associated with all
"UNIK" Pipe Fittings. Our partners are large scale
Stockist, Distributors all ‘'over India. We are
striving to be an efficient and reliable partners to
our customers. It is our aim to continuously
upgrade our Production technique in order to
offer our Stockist/ Distributors and consumers

an excellent quality at reasonable price.,
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Greater attention is therefore paid to ensure that
no breakage or leakape occurs anywhere in

service, Each fitting is subjected to a multi stage

inspection which ensures accuracy and
durability of the fittings in all types of industrial,
agricultural, domestic and other piping
installation. Our registered trade mark “UNIK"

appears on all our fittings.

HIGHER MALLEABILITY
"UNIK" Brand Pipe Fittings withstand higher
internal and external pressure without
develapment of cracks as these are produced by
using  better melting characterstics and heat

treatment procedures to provide better ductility.

EFFECTIVE GALVANIZING
“UNIK" Brand Pipe Fittings are galvanized by

highest purity Zinc in the Virgin form by

controlled hot dip process, Therefore, these have
uniform, clean and continuous coating of Zinc on
both internal and external unmachined surfaces
without any black spots and as well as acid spots.
In "UNIK" Brand Pipe Fittings, the thickness of
Zinc coating exceeds the minimum specified in

the Indian Standard, so as to provide added

resistance to ocorfosion in abnormal weather

conditions. } i
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MATERIAL:

IS: 14329-1995 grade BM - 300,
THREADS ;

taper male threads.
FINISH :

provizsions contained in 1S-4759-19946,

SPECIFICATIONS

Blackheart malleable cast 'iron -as per
Threaded as per [5:554-1999, parallel female and

Galvanised finish tested in accordance with

“UNIK" Brand Pipe Fittings are chamfered
slightly at each thread opening for easy entrance

af pipe and correct first thread engagement.

"UNIK" Brand Pipe Fittings are threaded after
galvanizing in order to keep the threads clear
and free from dregs. All outlets are threaded
simultaneously with the help of HSS ground
taps on automatic threading machines to
ensure perfect thread alipnment at correct
angles so  “UNIK" Brand Pipe Fittings have
threads matching 'the theoretically correct
profile. These dimensions are maintained within
closer tolerance limits which ensures close
contact with pipe and eliminates the hazard of
leakage. Threads are free from defects such as

thin threads, break threads and fins.
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“UNIK" Brand Pipe Fittings are tested 'i'ﬂr leakage
at an internal hydraulic pressure of 20 kgf/cm®

or at an internal air pressure of 7.5 kegf/cm®. The

i g ; : ALY
maximum working pressure for water is, “0LLON
20 Kgf fem? and for oil, steam saturated) gas, air, _ FLIFCATIONG

itis 11 kgf/cm? at ambient temperature.

QUALITY CONTROLS
The process mntr:ulﬂ. are pgld.l}r enforced

throughout the pm-duc:tiﬂn',tirﬁ:: to ensure ‘_ri'lﬂt
finished goods are of the highest quality.

~ Important raw matenals, other ingredients are
. tested, prior' to their use, for their essential
) I ph}r';aienj and chemical properties, in a well
equipped laboratory.

# Raw Casting are inspected for freedom from

any such defects as blow holes, hard spots, cold
shuts, shifts and sand depth etc.
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. ﬁn.n:alfd Castings are inspected for ¢racks &
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t

distortion,

e Galvanized Casting are inspected to ensure
that the Zinc Coating is smooth, clean,

continuous and free from black and acid spots,

L Ma::l::.ined fittings are inspected for any such
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